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Combi Concept
•	 Very easy upgrading of mechanically 

sealed pumps to hermetically sealed 
magnetic drive pumps 

•	 Interchangeability of Back-Pull-Out 
units with CombiChem, CombiNorm, 
CombiPro

•	  ATEX certified applications

•	 Extended MTBF (Mean Time 
Between Failure)

•	 Reduced repair costs

Easy Maintenance
•	 Contained Back-Pull-Out, the pump 

cover with containment can remain 
bolted to the pump casing for drive 
end maintenance 

•	 Pump does not need to be drained

•	 System remains pressurised

•	 Simple assembly through optimized 
design

Advantages
•	 Leak-proof

•	 Easy maintenance

•	 Ensures clean, safe and leak-proof 
operating environment

•	 High degree of parts compatibility

•	 Short delivery times

•	 Total product containment

CombiMag and CombiMagBloc represent a range of leak-proof 

pumps for applications which convey corrosive, toxic, aggressive 

or expensive liquids.

Total containment of the liquid inside the pump is achieved 

using a hermetically sealed can, which isolates the liquid from 

the surrounding environment. This eliminates the need for 

mechanical seals and the associated wear and leakage that 

would normally be experienced with pumps which incorporate 

mechanical seal design. The Magnetic Drive pumps are 

therefore not only environmentally friendly – they also contribute 

to improved safety in chemical and process plant environments.

Safe and Leak-Proof Design

COM B I MAG COM B I MAG B LOC

STAN DAR D I SO 5199,  I SO2858 / E N 22858 I SO 5199,  I SO2858 / E N 22858

D E S I G N FRAM E MOU NTE D LONG COU PLE D 
D E S IG N CLOS E COU PLE D D E S IG N

CAPAC ITY U P TO 500 M³/ H U P TO 280 M³/ H

H EAD U P TO 160 M U P TO 140 M

MAX.  SYSTE M P R E S S U R E 1600 KPA (16 BAR),  2500 KPA (25 BAR) 
OPTIONAL

1600 KPA (16 BAR),  2500 KPA (25 BAR) 
OPTIONAL

TE M P E RATU R E -50 °C U P TO 300 °C,  350 °C OPTIONAL -50 °C U P TO 200 °C

M I N.  V I S C O S ITY  0 .3 M PAS  0.3 M PAS

MAX.  V I S C O S ITY 150 M PAS 150 M PAS

S LU R RY MAXI M U M 5% WE IG HT,
S I Z E MAXI M U M 250 µM

MAXI M U M 5% WE IG HT, 
S I Z E MAXI M U M 250 µM

S O LI D S MAXI M U M D IAM ETE R 0.1 M M, 
HAR D N E SS 700 HV

MAXI M U M D IAM ETE R 0.1 M M, 
HAR D N E SS 700 HV

MAG N ETS SAMAR I U M COBALT (S MCO) SAMAR I U M COBALT (S MCO)

P LAI N B EAR I N G S S I LICON CAR B I D E (S IC) S I LICON CAR B I D E (S IC)

CAN “HASTE LLOY C4®” “HASTE LLOY C4®”

I N N E R R OTO R D U PLEX / “HASTE LLOY C4®” D U PLEX / “HASTE LLOY C4®”

MAX.  P OW E R AT 3000 R P M 75 KW 45 KW

M OTO R F RAM E S I Z E RAN G E I EC 80 -  280S / M I EC 80 -  112M  I M3001 (B5)
I EC 132S / M - 225S / M  I M2001 (B3/ B5)

AVAI LAB LE MATE R IALS
STAI N LE SS STE E L,  NOD U LAR CAST 

I RON, CAST I RON, D U PLEX, ALLOY 20, 

HASTE LLOY C®

STAI N LE SS STE E L,  NOD U LAR CAST 
I RON, CAST I RON, D U PLEX, ALLOY 20, 

HASTE LLOY C®
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Versatile Application RangePerformance curves

ApplicAtions

Solvents

Acids

Alkalis

Volatile organic chemicals

Hydrocarbons

Hot process liquids

Heat transfer oils

Toxic liquids

Corrosive liquids

Heating water

industriAl segments

Chemical industry

Pharmaceutical industry

Petrochemical industry, refineries

Water treatment

Metal processing

Recycling industry

Refrigeration

Heating

Tank storage

1500 rpm

3000 rpm

CM and CMB types

only CM types

only CMB types



http://www.johnson-pump.com/JPIndustry/JohnsonPump_distributors.htm

S PX FLOW TECH NOLOGY ASS E N B.V.

Dr. A.F. Philipsweg 51, 9403 AD Assen 

P.O. Box 9, 9400 AA Assen, THE NETHERLANDS 

P: +31 (0)592 37 67 67

F: +31 (0)592 37 67 60

E: johnson-pump.nl@spx.com

SPX reserves the right to incorporate our latest design and material changes without notice or obligation.

Design features, materials of construction and dimensional data, as described in this bulletin, are provided for your information only and should not be relied upon unless 

confirmed in writing. Please contact your local sales representative for product availability in your region. For more information visit www.spx.com and www.johnson-pump.com.

The green “>” is a trademark of SPX Corporation, Inc..
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CombiMag / Bloc

Magnetic Drive Centrifugal Pumps

Your local contact:


